Rio Arriba County, New Mexico,

SPECIAL MEETING - March 10, 1993

ATTACHMENT NO. 2

Rio Arriba
Board of County Commissioners
Espanola Branch Office
P.O. Box 1256
Espanola, New Mexico 87532
Phone (505) 753-2992

RIO ARRIBA COUNTY ORDINANCE NO 1993-03

AN ORDINANCE OF RIO ARRIBA COUNTY, NEW MEXICO, PRESCRIBING
STANDARDS FOR COUNTY ROADS.

BE IT ORDAINED BY THE COUNTY COMMISSIONERS OF RIO ARRIBA
COUNTY:

Section 1. Standards for County Roads in Rio Arriba County
are as follows:

(a) County Roads shall be of a minimum right of way width
of forty (40) feet wide with roadside ditches, and shall be
thirty (30) feet wide with curb and gutter;

(b) Surfacing shall be of six (6) inch base course,
granular bit run base to be sandy and non-plastic;

(c) Drainage easements shall be provided along both sides
of the road; drainage easements shall be at least fifteen (15)
feet wide along an arroyo; culverts shall be installed at
irrigation ditches and drainage ways, and shall be of a size to
fit the need in each particular case;

(d) The minimum length of a county road shall be one-fourth
(¼) of a mile and must serve at least five (5) residences,
otherwise, a county road shall serve at least ten (10)
residences in a mile length.

(e) Existing County Roads will be grandfathered in and will not be affected by this Ordinance.

Section 2. After consultation with the County Manager, residents of Rio Arriba County may petition the County Commission requesting the acceptance of a particular road.

Section 3. After receipt of the petition requesting the acceptance of a road, the County Commission shall appoint a committee, pursuant to law, to view the road and report its recommendation to the Commission.

Section 4. Before acting upon the request and recommendation, the Commission shall receive and consider the advice of the County Engineer, the County Attorney, the County Road Superintendent, and other County staff as may be necessary or applicable.

Section 5. This Ordinance shall be effective after publication as required by law.

ADOPTED THIS 10TH DAY OF MARCH, 1993.

BOARD OF COUNTY COMMISSIONERS
RIO ARIBA COUNTY, NEW MEXICO

ALFREDO L. MONTOYA, CHAIRMAN
COMMISSIONER, DIST. #II

RAY R. IAFORDA, COMMISSIONER, DIST. #I

ABEDON A. TRUJILLO, COMMISSIONER, DIST. #III

ATTEST: DAVID S. CHAVEZ
COUNTY CLERK
**Proceedings of The Board of County Commissioners**

**Rio Arriba County, New Mexico**

**SPECIAL MEETING - March 10, 1993**

---

**Roadway Standards**

<table>
<thead>
<tr>
<th>PROPOSED STANDARDS</th>
<th>ZIA ANZORESA</th>
<th>SANTA FE COUNTY</th>
<th>SUM MUNICIPAL COUNTY</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>ALIGNMENT</strong></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>40 FOOT WIDE WITH</td>
<td>ARTERSIALS, UP TO 5.00'</td>
<td>50 FEET MINIMUM, WITH</td>
<td></td>
</tr>
<tr>
<td>HWY SIDE DITCHES.</td>
<td>100 FEET FOR MAJOR</td>
<td>ROAD EASEMENTS.</td>
<td></td>
</tr>
<tr>
<td>50 FOOT WIDE WITH</td>
<td>COLLECTIONS. ..</td>
<td>66 FEET FOR MAJOR</td>
<td></td>
</tr>
<tr>
<td>CCR &amp; GUTTER.</td>
<td>66 FEET, 66 FEET FOR MINOR</td>
<td>200 LOTS</td>
<td></td>
</tr>
<tr>
<td>QUILTING SEEDS (RON)</td>
<td>51 FEET; ARTERSIALS, 200 LOTS</td>
<td>50 FEET FOR COLLECTORS,</td>
<td></td>
</tr>
<tr>
<td>ADJACENT PROPERTY OWNERS</td>
<td></td>
<td>AND MINOR ROADS</td>
<td></td>
</tr>
<tr>
<td><strong>SURFACING</strong></td>
<td>ARTERSIALS, 6&quot; BASECOURSE</td>
<td>5&quot; BASE COURSE &amp; 5&quot;</td>
<td></td>
</tr>
<tr>
<td>BASE COURSE 6' INCH</td>
<td>6&quot; BASE COURSE &amp; 5&quot;</td>
<td>6&quot; BASE COURSE, GRANITE,</td>
<td></td>
</tr>
<tr>
<td>GRADEC STONE NON-PLASTIC</td>
<td>6&quot; BASE COURSE &amp; 4&quot;</td>
<td>CALICHE, OR FIT RUB</td>
<td></td>
</tr>
<tr>
<td>2&quot; RUBBLE NON-PLASTIC</td>
<td>6&quot; BASE COURSE &amp; 4&quot;</td>
<td>AGGREGATE</td>
<td></td>
</tr>
<tr>
<td>2&quot; RUBBLE NON-PLASTIC</td>
<td>6&quot; BASE COURSE &amp; 3&quot;</td>
<td>AGGREGATE</td>
<td></td>
</tr>
<tr>
<td><strong>EASEMENTS</strong></td>
<td>ENGINEERED EASEMENT</td>
<td>ADJACETT STORM DRAINAGE</td>
<td></td>
</tr>
<tr>
<td>DRAINS FOR FLOODING</td>
<td>WIDTH TO MAINTAIN A 100</td>
<td>DRAIN TO ADJACENT</td>
<td></td>
</tr>
<tr>
<td>15 FT. WIDE ALONG</td>
<td>YEAR FLOOD.</td>
<td>EASEMENT</td>
<td></td>
</tr>
<tr>
<td>ARROYO.</td>
<td>ENGINEERED CURVET</td>
<td>DRAIN TO ADJACENT</td>
<td></td>
</tr>
<tr>
<td>CURVETS AT IRRIGATION</td>
<td>CAPACITY TO PASS A 25</td>
<td>EASEMENT</td>
<td></td>
</tr>
<tr>
<td>DITCHES &amp; FLOODWAY.</td>
<td>YEAR FLOOD.</td>
<td>EASEMENT</td>
<td></td>
</tr>
<tr>
<td><strong>REQUIREMENTS FOR</strong></td>
<td>FIRE MINIMUM.</td>
<td>FIRE MINIMUM.</td>
<td></td>
</tr>
<tr>
<td><strong>LENGTH OF ROAD.</strong></td>
<td>50 RESIDENCES/MI.</td>
<td>50 RESIDENCES/MI.</td>
<td></td>
</tr>
</tbody>
</table>

**REQUEST FOR ACCEPTANCE**

- CONSULTATION WITH THE COUNTY MANAGER.
- APPLICATION TO COUNTY COMMISSION.
- REVIEW BY STATE AGENCIES.
- RECOMMENDATION OF STAFF.
- ENGINEERED COST PLANS.

**REVIEW OF ROAD**

- APPLICATION TO COUNTY COMMISSION.
- REVIEW BY STATE AGENCIES.
- ENGINEERING LAB REVIEW.
- TECHNICAL STAFF REVIEW.
- OPERATIONS DIRECTOR REVIEW.
- STATE STANDARDS REVIEW.

---

**Diagram:**

- **40' RIGHT OF WAY**
- **2' x 5.3' x 10' x 10' x 5.3' x 2.7'**
- **40' RIGHT OF WAY**

---

**Diagram Notes:**

- **40' RIGHT OF WAY**
- **2.7' x 5.3' x 10' x 10' x 5.3' x 2.7'**
- **40' RIGHT OF WAY**